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Recommended Noise Criteria and Face Velocity Ranges are on page 6

RH45, RH45T, RHD45, RHF45, ER45 Registers and Grilles

400 500 600 700 800 900 1000
CFM 40 60 70 80 90 100 110
Ps .037 .058 .083 .113 .148 .189 .232
CFM 100 120 140 170 190 220 240
Ps .032 .050 .072 .098 .128 .163 .200
CFM 110 140 170 190 220 250 280
Ps .031 .048 .069 .094 .122 .155 .191
CFM 30 170 200 230 270 300 330
Ps .029 .045 .065 .088 .114 .145 .179
CFM 190 230 280 330 370 420 460
Ps .025 .039 .055 .075 .097 .123 .152
CFM 250 310 370 430 490 550 610
Ps .021 .032 .046 .062 .079 .100 .125
CFM 340 420 500 590 670 760 840
Ps .020 .032 .046 .061 .079 .100 .124
CFM 380 480 570 670 760 860 950
Ps .020 .032 .046 .061 .080 .101 .124
CFM 430 530 640 750 850 960 1100
Ps .020 .032 .046 .061 .080 .101 .124
CFM 520 650 780 900 1000 1200 1300
Ps .020 .032 .046 .062 .081 .102 .124
CFM 580 730 880 1000 1200 1300 1500
Ps .020 .032 .046 .062 .081 .102 .124
CFM 650 820 980 1100 1300 1500 1600
Ps .021 .032 .046 .062 .082 .103 .124
CFM 730 910 1100 1300 1500 1600 1800
Ps .021 .032 .046 .063 .083 .104 .124
CFM 790 990 1200 1400 1600 1800 2000
Ps .021 .032 .046 .063 .084 .105 .125
CFM 880 1100 1300 1500 1800 2000 2200
Ps .021 .032 .047 .064 .085 .107 .126
CFM 1000 1200 1500 1700 2000 2200 2500
Ps .021 .033 .048 .065 .087 .109 .128
CFM 1100 1300 1600 1900 2100 2400 2700
Ps .022 .033 .048 .066 .088 .110 .130
CFM 1200 1500 1800 2100 2400 2700 3000
Ps .023 .035 .051 .069 .092 .116 .137
CFM 1300 1700 2000 2400 2700 3000 3400
Ps .024 .037 .053 .074 .096 .121 .144
CFM 1600 2000 2400 2900 3300 3700 4100
Ps .027 .040 .058 .080 .105 .132 .158
CFM 1700 2100 2600 3000 3400 3800 4300
Ps .027 .041 .060 .081 .107 .135 .162
CFM 2100 2600 3100 3600 4100 4600 5200
Ps .030 .045 .066 .090 .117 .149 .179
CFM 2200 2800 3300 3900 4400 5000 5500
Ps .031 .047 .069 .093 .122 .154 .186
CFM 2500 3100 3700 4400 5000 5600 6200
Ps .034 .051 .074 .100 .130 .165 .200
CFM 3400 4200 5100 5900 6800 7600 8500
Ps .025 .038 .055 .075 .098 .124 .153
CFM 4600 5800 6900 8100 9200 10000 12000
Ps .022 .034 .048 .066 .086 .109 .134

36 x 18
Ak 3.020
30 x 24
Ak 3.370
36 x 24
Ak 4.080

30 x 12
Ak 1.630
20 x 20
Ak 1.820

30 x 30
Ak 4.260
36 x 30
Ak 5.150

36 x 36
Ak 6.240
48 x 36
Ak 8.480
48 x 48
Ak 11.600

For sizes not listed and sizing tips see page

18 x 12
Ak .950
30 x 8
Ak 1.070

36 x 12
Ak 1.980
24 x 20
Ak 2.210
30 x 18
Ak 2.500
24 x 24
Ak 2.670

24 x 12
Ak 1.290
18 x 18
Ak 1.460

Face Velocity
6 x 6
Ak .110
8 x 8
Ak .240

48 x 24
Ak 5.510

12 x 6
Ak .280
14 x 6
Ak .330
14 x 8
Ak .460
12 x 12
Ak .610
24 x 8
Ak .840


